


Technical characteristics

B Hydraulically powered
with three steering
modes:

2400 rpm (ECE 240310
B The low emission

(97/68/EC) 6 cylinder,

: B Oil immersed disc
* Front wheel steer (for water-cooled, direct e K
road travel) injection, turbo Diesel ol brakes _
* All wheel steer (to Deutz engine, is rated at B “Fail-safe” automatic
obtain a reduced steering 95 kW (129 HP) at hydraulic park brake

radius)

= Crab steer (for lateral
movement of the
machine without any
change in longitudinal
alignment




P 101.10 K

A mm 57

B mm 1160

C mm 3240

D mm 1335

E mm 5235

L

H mm

M mm 995 \@

P mm 2850 F
R mm 4250 E
S mm 5700 L8

T mm 4600 C
Z mm 635:+1170 A

Operational weight (including forks) kg

Performance

Maximum rated capacity kg
Maximum lift height mm
Maximum forward reach mm
Maximum lift height with rated load mm
Maximum reach with rated load mm
Lift capacity at full lift height kg
Lift capacity at maximum ?orward reach kg
Carriage rotation deg

Cycle times
Raise boom
Lower boom
Extend boom
Retract boom
Crowd carriage
Dump carriage

Travel speed
1st range

2nd range

Hydraulic system

M Single variable
displacement axial
piston pump with ‘Load
Sensing' control.
* Maximum flow
144 litres/min
* Service pressure:

30 bar
* System filtration by
125 micron ‘For Life’
filter and 40 micron
return strainer

Electrical system

W 12V, 160Ah battery
and 90A alternator.
Road lighting. Rotating
beacon.

* Hydraulic system:

180 litres

* Fuel tank: 185 litres

* Hydrostatic oil: 12 litres
* Engine oil: 12 litres

* Engine cooling: 12 litres

W 17.5-25 22 PR semi-
industrial profil, 10 stud
fixing (DIN 74361)

M Floating type with a
length of 1800 mm and
section 180 x 75mm.
Centre to centre fork
distances manually
adjusted from 635 to
1170mm.

TURNING RADIUS
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ACCORDING TO EN 145%A STANDARD

Lift capacities at 900 mm load centre

FEATURES AND OPTIONS

Boom side-shift
Frame levelling

Two hydraulic service lines at the boom end

v
4
4
"6 x 1" electronic joystick v
Rear differential lock 4
*Load-Sensing" hydraulic system /
Hydrostatic transmission with speed up to 40kph v

Air conditioning

Windscreen guard

Cab roof mounted working lights

Pneumatic suspension seat

Prearrangment for attachments requiring two hydraulic services
Anti-theft system with immobilising device
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