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LIFT CAPACITIES, STABILIZERS UP

N

UIFT CAPAGITIES AT 500 MM LOAD CENTER, MACHINE STANDSTILL ON FLAT, COMPACTED GROUND.

' LIFT PERFORMANCES & | 8 | OPERATING TIMES sec.
Max lift capacity kg. | 3000 [3000 | Boom lift 11,5
Max lift height mm | 13200] 12970 | Boom lower 13
Max reach mm | 8630 |[8630 | Boom extend 16
Max height at full capacity mm | 11000[ 7000 | Boom retract 14
Max reach at full capacity mm | 3400 | 2000 ull carriage tilt 5
Max capacity at full height kg. | 2500 | 2000 | 800 It bucket dump 1,5
Max capacity at full reach kg. | 800|350 TRAVEL SPEED Krm/h
BREAK-OUT FORCE with .

[ 800 It bucket to SAE | 732/80 kg. 4980 — On site (15t gear) 6,8
TOWING CAPACITY kg. 5850 — On road (2nd gear) 24

DIMENSIONS & WEIGHTS
[ !

A Overall length to front carriage mm 5410
B Owerall length to front wheels mm 4590
‘ C Wheelbase mm 2750
D Owerall height to FOPS grid mm- 2440

| E Min ground clearance mm 470
| | F Overall width mm 2200
E G Width over stabilizers down mm 2390

c 7 | H Inside width of cab mm 920

8 Jd ‘ Carriage tilt angle .. 140
- A —_— J Machine weight (with forks) kg 8380
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STABILIZERS
:’Imk : disc brakes on all 4 Hydraulic indipendent control.

: ial output shaft), Built in the front axle, they allow to side
Mechnmlm;ixbmhe shift even with stabilizers down.
SRR On oo s SAFETY DEVICES
L Safe load indicator; visual and audible
16/70 x 20" 10 ply on both axles, single waming activated by a signal from a

mounted on 8 stud disc rim (DIN
70361).

FLECTRICS

12 Volts, 155 Ah battery and 55 Amp
alternator.
Full road lighting; flashing beacon.

HYDRAULICS

Single axial piston pump at variable
delivery, load-sensing control.

Max oil delivery : 120 lir/min.
Operaling pressure : 210 bar.

125 micron “for life” strainer on suction
line; 40 micron filter on return line.
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load sensor housed in the rear axle
when a condition of stability limit is

Sty tacké valvas o B I

extension, carriage tilt and side-shift
cylinders.

Safety lock valves on stabilizers (and
frame levelling) cylinders.

Automatic of stabilizers (and
frame level) when boom overcomes the

safety angle of 10 degrees.
OPERATOR CAB

Cab structure complies with EEC
directives 86/295 (ROPS) and 86/296
(FOPS).
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